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FLASHING

OPERATION

NOTE:

PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.

PHASES ‘ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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CONSTRUCTION DETAILS HANDBOX 1IN RIGHT OF WAY

‘“\axﬁﬁx___o

A. REMOVE STRAIN POLE, LIGHTING ARM, LUMINAIRE, SPAN WIRE, SIGNAL HEADS,  BREAK LINE

SIGNS AND FOUNDATION 12" BELOW GRADE AND BACKFILL.

B.  INSTALL CONCRETE FOUNDATION WITH A 27 FT. STEEL POLE WITH A SINGLE 74 FT. MAST ARM WITH | | "
~ SIGNAL HEADS. SIGNS., AND RELOCATE EXISTING VIDEO DETECTION CAMERA MOUNTED ON MAST ARM.

15 FT. LIGHTING ARM, 250 WATT HPS LUMINAIRE. (NOTE TWO 3 IN. PVC SCHEDULE

"CONDUIT BENDS) STA. 193+35,

83’

RT.

C. I.NST‘ALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - BORED.

D.” INSTALL HANDHOLE.

E. INSTALL 2 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED. —_ =

\

F. INSTALL MICRO LOOP PROBE SET WITH 1000 FT. LEAD-IN CABLE. #%%2(552

G INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED.
H. INSTALL 24 IN. HEAT APPLIED.

GEOMETRIC LEGEND

= EXISTING

PROPOSED
UTILITY LEGEND

~ = — 50 — — - STORM DRAIN

o o e e GAS MAIN
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A 4~ AERIAL CABLES
= = T — — — TELEPHONE CABLES

- = ——f6—— - FIBER-OPTIC

L.
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WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING FOR STDP L INE. "
J.

K. RELOCATE THE EXISTING VIDEO DETECTION CAMERA

USE EXISTING CONDUIT.

ADJUST VIDEO DETECTION ZONE.
USE EXISTING HANDHOLE.

Q.

NE PROPOSED MDTA
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CONSTRUCTION DETAILS (CONTD)

R. CAP AND ABANDON EXISTING CONDUIT.

USE EXISTING BASE MOUNTED CABINET.

INSTALL CONCRETE FOUNDATION WITH

A 27 FT. STEEL POLE WITH A SINGLE TC FT.
MAST ARM WITH SIGNAL HEADS., SIGNS,

AND RELOCATED EXISTING VIDEO DETECTION T.

CAMERA MOUNTED ON MAST ARM. (NOTE TWO
3 IN. PVC SCHEDULE 80, 90 DEGREE CONDUIT
BENDS) STA. 193+61, 86’ RT.

~ CONDUIT - BORED.

 PROVIDE 90 DEGREE CONDUIT BEND TO STUB-UP
AT THE BASE OF BGE UTILITY POLE # 544252.

70 EDGEWOOD

INSTALL RELOCATED EXISTING VIDEC DETECTION CAMERA.

Q :
%
é?*m

17 VIDEO CAMERA LOCATION / ALIGNING SHALL BE COORDINATED WITH THE SHA/0O0TS ENGINEEE{.

“MD 24 SB.R

GENERAL NOTES

MDTA
RIGHT OF WAY

- INSTALL STUB-UP 1 FT. ABOVE GRADE.
INSTALL 2 IN. PVC SCHEDULE 80 ELECTRICAL

2. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABINET LOCATIONS PRIOR TO
______ FAN INSTALLATION.
: 3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLES
= ' N TO THE APPROPRIATE TERMINALS AND PROPERLY LABELING EACH CABLE.
A. IR RS 4. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE
E " oy 19 " PLANS PRIOR TO CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD.
< S L IF THE CONTRACTOR PERCEIVES A CONFLICT BETWEEN UTILITIES AND TRAFFIC SIGNAL
o~ S EQUIPMENT WILL OCCUR THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY
] L SO THAT THE CONFLICT MAY BE RESOLVED.

Lo S R * ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB
L L0 : /6// GRADE FOR CLOSED SECTIONS, HIGHEST ROADWAY PROFILE GRADE FOR OPEN SECTIONS, TO -
al U—E . MEET CLEARANCES AS SPECIFIED IN MD 816.03. MD 818.02, MD 818.04. THE |

O==s |7 CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE. INSTALLATION ULTIMATE
= <L+ . OF ALL SIGNAL EQUIPMENT. P -
' 6. THE CONTRACTOR SHALL CONTACT THE PROJECT :
<< | %EE. ENGINEER 2 WEEKS PRIOR TO BEGINNING SIGNAL B oy AT
m _ : WORK TO ARRANGE FOR SHA SIGNAL INSPECTION.
N OFFICE OF TRAFFIC & SAFETY
LO 7. THE CONTRACTOR SHALL ENSURE THAT THE TRAFFIC ENGINEERING DESIGN DIVISION |
O? é?gﬁll{OEEEESTB%EER%?S%EG@?S%E%\?1g\{JTBF MD 24 AT SOUTHBOUND 1-85 OFF-RAMP (RAMP J)/ON-RAMP (RAMP K) -
—— IMPROVEMENTS TO 1-95 AND MD 24 INTERCHANGE
THE EXISTING SIGNAL HEADS.
. ' | ABINGDON, MARYLAND
 APPROVALS AEVISONS TRAFFIC SIGNAL PLAN
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